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VISTASHADE 

It’s much cooler in the shade 
 
Vistashade is a heavy duty (573gsm) 2x2 weave external shade fabric available in 302cm width to allow 
wider openings to be covered without fabric joins. Its fire resistant 2x2 construction provides strength and 
stability and a better view because of its even weave. Available in a range of designer colours, Vistashade is 
ideally suited for residential and commercial installations where high winds are factor and a heavy duty 
fabric is required. 

 
FEATURES: 

 10 year limited warranty against UV degradation 

 Breathability 

 Even see through 

 Reduces glare 

 Water resistant 

 Salt water resistant 

 Greenguard Certified 
- Phthalate free 
- No Chromium, Cadmium or Lead 

 Fire resistant 

 
TECHNICAL DATA: 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

The above results are a representative of real data from single test samples 
 
 
 
 
 
 
 
 
 

Note:  The information contained in this specification is believed to be true and correct at the date of issue, 
however the manufacturer reserves the right to alter this document without prior notice. 

Base Cloth PVC Coated Polyester 

Weight 573 gsm 

Width 302cm 

Roll Length 25.6cm 

Construction Warp: 36  ± 0.5 ends Warp:28 ± 0.5 ends Standard: ASTM D3775-96 

Tensile Strength (grab),lbf Warp: 497.4 Fill: 459.4 Standard: ASTM D5034-95 

Tensile Strength (strip),lbf Warp: 277.5 Fill: 233.8 Standard: ASTM D5035-95 

Tear Strength (Trapezoidal) lbf Warp: 58.7 Fill: 43.9 Standard: ASTM D1117-97 

Elongation Warp: 30.5% Fill: 26.8 Standard: ASTM D5035-95 

Abrasion Resistance 
(CS10/500 cycles/with no added weight) 

No exposure of core yarn Standard: ASTM D3884-92 

Flammability Rating CA Title 19 & NFPA 701 

Weatherability, 1200 hours Trace of Discoloration Standard: ASTM G53-96 

Mildew Resistance No Growth Standard: ASTM G21-96 


